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A.9 Lux Monitoring Record

Completed by: ______________________

Date: _____________________________
	Check Point
	Lux Requirement
	Lux Reading
	Satisfactory
	Monitors Initials

	
	
	
	Y
	N
	

	Drip Cooler
	110 Lux
	
	
	
	

	Ageing Cooler
	110 Lux
	
	
	
	

	Finished Product Cooler
	110 Lux
	
	
	
	

	Blast Freezer
	110 Lux
	
	
	
	

	Processing/Cut Room
	220 Lux
	
	
	
	

	Kill Floor
	220 Lux
	
	
	
	

	Kill Floor Inspection Station
	800 Lux
	
	
	
	

	Dry Storage
	110 Lux
	
	
	
	

	Inedible Room
	110 Lux
	
	
	
	

	Barn (antemortem area)
	540 Lux
	
	
	
	

	Sausage Kitchen
	220 Lux
	
	
	
	


	Additional Comments:

	

	

	

	


	Onsite verification completed by: 
	Date: 
	Deviations/comments: 

	Record verification completed by: 
	Date: 
	Deviations/comments:


Complete form at a frequency of ___________________________.


Lux readings must be taken by a trained employee with a lux meter, using the proper distance and angle from the light source.


Lux readings must be equal to or greater than requirements in order to be acceptable.
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